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Environmental Protection Agency Pt. 60, Subpt. Ce, Table 2A 

Pollutant 
Units 

(7 percent oxygen, 
dry basis) 

Emissions limits 

Averaging 
time 1 

Method for dem-
onstrating compli-

ance 2 
HMIWI size 

Small Medium Large 

Nitrogen 
oxides.

ppmv .................... 190 ..................... 190 ..................... 140 ..................... 3-run aver-
age (1- 
hour min-
imum 
sample 
time per 
run).

EPA Reference 
Method 7 or 7E 
of appendix A–4 
of part 60. 

Lead ....... mg/dscm (grains 
per thousand 
dry standard 
cubic feet (gr/ 
103 dscf)).

0.31 (0.14) .......... 0.018 (0.0079) .... 0.036 (0.016) ...... 3-run aver-
age (1- 
hour min-
imum 
sample 
time per 
run).

EPA Reference 
Method 29 of 
appendix A–8 of 
part 60. 

Cadmium mg/dscm (gr/103 
dscf).

0.017 (0.0074) .... 0.013 (0.0057) .... 0.0092 (0.0040) .. 3-run aver-
age (1- 
hour min-
imum 
sample 
time per 
run).

EPA Reference 
Method 29 of 
appendix A–8 of 
part 60. 

Mercury .. mg/dscm (gr/103 
dscf).

0.014 (0.0061) .... 0.025 (0.011) ...... 0.018 (0.0079) .... 3-run aver-
age (1- 
hour min-
imum 
sample 
time per 
run).

EPA Reference 
Method 29 of 
appendix A–8 of 
part 60. 

1 Except as allowed under § 60.56c(c) for HMIWI equipped with CEMS. 
2 Does not include CEMS and approved alternative non-EPA test methods allowed under § 60.56c(b). 

[74 FR 51406, Oct. 6, 2009] 

TABLE 2A TO SUBPART Ce OF PART 60—EMISSIONS LIMITS FOR SMALL HMIWI WHICH 
MEET THE CRITERIA UNDER § 60.33e(b)(1) 

Pollutant 
Units 

(7 percent oxy-
gen, dry basis) 

HMIWI emissions limits Averaging time 1 Method for demonstrating com-
pliance 2 

Particulate mat-
ter.

mg/dscm (gr/ 
dscf).

197 (0.086) .................. 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 5 of 
appendix A–3 of part 60, or 
EPA Reference Method 26A 
or 29 of appendix A–8 of part 
60. 

Carbon mon-
oxide.

ppmv ............... 40 ................................. 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 10 or 
10B of appendix A–4 of part 
60. 

Dioxins/furans .. ng/dscm total 
dioxins/furans 
(gr/109 dscf) 
or ng/dscm 
TEQ (gr/109 
dscf).

800 (350) or 15 (6.6) ... 3-run average (4-hour minimum 
sample time per run).

EPA Reference Method 23 of 
appendix A–7 of part 60. 

Hydrogen chlo-
ride.

ppmv ............... 3,100 ............................ 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 26 or 
26A of appendix A–8 of part 
60. 

Sulfur dioxide ... ppmv ............... 55 ................................. 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 6 or 
6C of appendix A–4 of part 
60. 

Nitrogen oxides ppmv ............... 250 ............................... 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 7 or 
7E of appendix A–4 of part 
60. 

Lead ................. mg/dscm (gr/ 
103 dscf).

10 (4.4) ........................ 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 29 of 
appendix A–8 of part 60. 

Cadmium ......... mg/dscm (gr/ 
103 dscf).

4 (1.7) .......................... 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 29 of 
appendix A–8 of part 60. 
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40 CFR Ch. I (7–1–14 Edition) Pt. 60, Subpt. Ce, Table 2B 

Pollutant 
Units 

(7 percent oxy-
gen, dry basis) 

HMIWI emissions limits Averaging time 1 Method for demonstrating com-
pliance 2 

Mercury ............ mg/dscm (gr/ 
103 dscf).

7.5 (3.3) ....................... 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 29 of 
appendix A–8 of part 60. 

1 Except as allowed under § 60.56c(c) for HMIWI equipped with CEMS. 
2 Does not include CEMS and approved alternative non-EPA test methods allowed under § 60.56c(b). 

[74 FR 51407, Oct. 6, 2009] 

TABLE 2B TO SUBPART Ce OF PART 60—EMISSIONS LIMITS FOR SMALL HMIWI WHICH 
MEET THE CRITERIA UNDER § 60.33e(b)(2) 

Pollutant 
Units 

(7 percent oxy-
gen, dry basis) 

HMIWI Emissions limits Averaging time 1 Method for demonstrating com-
pliance 2 

Particulate mat-
ter.

mg/dscm (gr/ 
dscf).

87 (0.038) .................... 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 5 of 
appendix A–3 of part 60, or 
EPA Reference Method 26A 
or 29 of appendix A–8 of part 
60. 

Carbon mon-
oxide.

ppmv ............... 20 ................................. 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 10 or 
10B of appendix A–4 of part 
60. 

Dioxins/furans .. ng/dscm total 
dioxins/furans 
(gr/109 dscf) 
or ng/dscm 
TEQ (gr/109 
dscf).

240 (100) or 5.1 (2.2) .. 3-run average (4-hour minimum 
sample time per run).

EPA Reference Method 23 of 
appendix A–7 of part 60. 

Hydrogen chlo-
ride.

ppmv ............... 810 ............................... 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 26 or 
26A of appendix A–8 of part 
60. 

Sulfur dioxide ... ppmv ............... 55 ................................. 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 6 or 
6C of appendix A–4 of part 
60. 

Nitrogen oxides ppmv ............... 130 ............................... 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 7 or 
7E of appendix A–4 of part 
60. 

Lead ................. mg/dscm (gr/ 
103 dscf).

0.50 (0.22) ................... 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 29 of 
appendix A–8 of part 60. 

Cadmium ......... mg/dscm (gr/ 
103 dscf).

0.11 (0.048) ................. 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 29 of 
appendix A–8 of part 60. 

Mercury ............ mg/dscm (gr/ 
103 dscf).

0.0051 (0.0022) ........... 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 29 of 
appendix A–8 of part 60. 

1 Except as allowed under § 60.56c(c) for HMIWI equipped with CEMS. 
2 Does not include CEMS and approved alternative non-EPA test methods allowed under § 60.56c(b). 

[74 FR 51407, Oct. 6, 2009] 

Subpart D—Standards of Perform-
ance for Fossil-Fuel-Fired 
Steam Generators 

SOURCE: 72 FR 32717, June 13, 2007, unless 
otherwise noted. 

§ 60.40 Applicability and designation 
of affected facility. 

(a) The affected facilities to which 
the provisions of this subpart apply 
are: 

(1) Each fossil-fuel-fired steam gener-
ating unit of more than 73 megawatts 
(MW) heat input rate (250 million Brit-

ish thermal units per hour (MMBtu/ 
hr)). 

(2) Each fossil-fuel and wood-residue- 
fired steam generating unit capable of 
firing fossil fuel at a heat input rate of 
more than 73 MW (250 MMBtu/hr). 

(b) Any change to an existing fossil- 
fuel-fired steam generating unit to ac-
commodate the use of combustible ma-
terials, other than fossil fuels as de-
fined in this subpart, shall not bring 
that unit under the applicability of 
this subpart. 

(c) Except as provided in paragraph 
(d) of this section, any facility under 
paragraph (a) of this section that com-
menced construction or modification 
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